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RAL 9017

RAL 7001RAL 9010RAL 6029RAL 5018RAL 1003

RAL 2009RAL 3001RAL 5005RAL 5017RAL 5015

 

STRUCTURE

Load-bearing structure in laser processed, press-formed sheet steel configured for installation on telescopic
stands.

Seat and backrest in blow moulded thermoplastic, in the following versions: with UV protection only, or
self-extinguishing with UV ray protection.

Fold-down backrest, with locking mechanism.

Rotation point with anti-friction lining.

Seat or backrest with seat numbering.

 

 

COLOR RANGE
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TECHNICAL DATA

MONDOSEAT NOVANTA/4 SHELL REV. 3 - 12/2018

GENERAL PROPERTIES TEST METHODS UNIT OF MEASURE VALUES FROM MANUFACTURING CONTROLS

Material  -  - Colored polypropylene in the mass with copolymer masterbatch 

Finishing  -  - Screenprinted and semi-opaque with light-resistance treatment 

Fire reaction   D.M. 26/06/84  
class

1 

Fire reaction  NF P 92-501  
class

M2 
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TECHNICAL DATA

MONDOSEAT NOVANTA/4 SHELL - Standard Version REV. 1 - 12/2018

Standard Version
GENERAL PROPERTIES TEST METHODS UNIT OF MEASURE VALUES FROM MANUFACTURING CONTROLS

Material  -  - Colored polypropylene in the mass with copolymer masterbatch 

Finishing  -  - Screenprinted and semi-opaque with light-resistance treatment 
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